Ubiquitous Leader- l(ocom

* 4 Wire 7" Handfree Type
L m Clear image and high resolution 7" Color Digital LCD
E ‘ V-A374 = LCD OSD Menu
B 5 Melody Selection & Ultra Low Power Consumption
& m Communication between Main Monitor and Sub Units
£ K V D 3 7 4 ® Door Opener Connectable from Either Monitor or Camera
- | Connection up to 2 Door Cameras and 2 Monitors with Sub-Audio Unit(KDP-602G)

B KCV-A374 : AC Type, KCV-D374 : DC Type

Specifications System Diagram
. « Power : AC 100V ~AC240V 50 / 60Hz Wo-—— A B..
I + Power consumption : Stand by -0.8W, Max -13W _ gm'e Pe o omMy
| + Monitor : 7 Color Digital LCD (NTSC / PAL Auto switching) - SW:: 0 m

KOP-5026
* Option

+ Max. Wiring distance : TIV 1.0mm Cabel : 150m (MAX),
CAT.5E Cabel : 100m (MAX) 2 :
+ Communication System : Handsfree type Fer g as
+ Wiring : Camera (4Wire Polarity), = E :
Sub audio phone (6Wire Polarity) : J i . -
Extension Monitor (8Wire Polarity) L :
+ Mount Type : Surface Mount ) B
« Ambient temperature : 0°C ~407C
« Dimension (mm) : AType - 222(W) x 142(H) x 33(D)
DType - 222(W) X 142(H) X 26.5(D)
» Camera connection : KC-C60, KC-MC30, KC-MC24, KC-MC20, KC-MC31

KDP-6026

Wiring Diagram
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